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Li)»^ 3, change "present" to -preset- 



PaS.e^23 

Liriie^, change "comprises" to -includes- 



IN THE CLAIMS 



Please amend the claims as follows: 

Clakn 5 (Amended) 

LinV3, change "the" to -a-. 



Please add the following new claims : 



-12. An image reading method comprising^ 
\ / performing a first scan of an image and^nerating first image data; 

performing a second scan Athe iprrage and generating second image data; 
generating a correction corramionjby processing the first image data and the 
second image data; and 

applying the conation condition to the second image data. 




1 3. TTielfiethed^lclaim 1 2 wherein generating the correction condition 
further comprises: 
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tjaiyzing tine first image data and generating a first Image characteristic value; 
analyzing^lhe second image data and generating a second image characteristic 

value; 

comparing the first image cTi^f^teristic value and the second image 
characteristic value; and 

generating the correction condition such that the firSUiriage characteristic value 
matches the second image characteristic value. 



I 



The method of claim 12 further comprising: 
storing the first scan data in a first memory; and 
storing the second scan data in a second memory. 

\H 

The method of claim 12 wherein applying the correction condition to the 
second image data corrects a difference in first image data and second image data and 
generates corrected second image data. 

^ The method of claim^l^further comprising generating a second image by 
processing the corrected second image data. 




An apparatus for reading an 
a scanner adapted to perform a fi 




compnsing: 

of an image and a second scan of an 
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image; 

a data processor adapted to generate image data fron/the image which has 
been scanned by the scanner; 

a correction condition setting subsecti|E51| adapted to compare image data from 
the first scan and the second scan and develpj^cVrection condition such that the first 
scan data and the second scan data matcK 

a fine scanned data correction action which uses the correction condition to 
correct the image data from the se^nd scan. 



ys. The apparatus of claim >r further comprising: 



a first scan data memory adapted to stoFe the image data from the first scan; 
a second scan data memory adaptedyfo store the image data from the second 

scan; 

a first scan analysis section adaofed to generate a first image characteristic 
value from the image data from the firet scan; 

a second scan analysis section adapted to generate a second image 
characteristic value from the image data from the second scan, 

wherein the image data i/sed by the correction condition setting condition 
subsection to generate the correction condition includes the first image characteristic 
value and the second image characteristic value.-- 




